
CAPIETRA.COM

FORMAT (CM) SOLD BY AVAILABILITY NOTES

60 x 120 x 1 2 pieces (1.44m2) Usually in stock Suitable for interior walls and floors.

PORCELAIN - POLISHED

CALIFORNIA
Emulating the deep luxe of real onyx, our California porcelain will bring 
high-end luxury into any home, in a choice of beautiful high-gloss tones.

JADE SHOWN WITH MEDINA  
HEXAGON ROSA (FLOOR) OCEAN WITH AVEBURY INKBEIGE
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ROSE (WALL) WITH REFORM 
SALMON PINK 6 X 25CM

PEARL WITH SEATON ROCK 
POOL



TECHNICAL DATA

TEST STANDARD RESULT

Dimensional Tolerances EN ISO 10545-2 Within standard tolerances

Water Absorption EN ISO 10545-3 ≤0.5%

Moldulus of Rupture EN ISO 10545-4
>35N/mm2 (Pearl/Jade/Beige) 
35-45N/mm2 (Ocean/Rose)

Breaking Strength EN ISO 10545-4
>1300N (Pearl/Jade/Beige)  
1600-2400 N (Ocean/Rose)

Deep Abrasion Resistance EN ISO 10545-6 ≤175mm3 (Pearl/Jade/Beige)

Superficial Abrasion Resistance EN ISO 10545-7 Class 4 (Ocean/Rose)

Linear Thermal Expansion EN ISO 10545-8 <7.0 x 10-6 °C-1 (Ocean/Rose)

Thermal Shock Resistance EN ISO 10545-9 Resistant

Resistance to Crazing EN ISO 10545-11 Resistant

Frost Resistance EN ISO 10545-12 Resistant

Chemical Resistance - High Concentrations EN ISO 10545-13
GHA (Pearl/Jade/Beige) 
A (Ocean/Rose)

Chemical Resistance - Low Concentration EN ISO 10545-13
GLA (Pearl/Jade/Beige) 
Resistant (Ocean/Rose)

Chemical Resistance - Households/Swimming Pool Chemicals EN ISO 10545-13 GB (Pearl/Jade/Beige)

Stain Resistance EN ISO 10545-14
>3 (Pearl/Jade/Beige)  
5 (Ocean/Rose)

Resistance to Fire EN 9239-1 A1

Rectified:    YES      NO  

For any further information or advice, please contact our team. 

INSTALLATION, CARE & MAINTENANCE ADVICE
Please refer to the installation guides on our website.

CAPIETRA.COM

BEIGE JADE OCEAN PEARL ROSE


