
CAPIETRA.COM

FORMAT (CM) AVAILABILITY NOTES

60 x Random x 2 Usually in stock Suitable for interior floors, sealing required.

LIMESTONE - TUMBLED

BLANDFORD

Softened in effect by the tumbled finish, this beige limestone bridges 
contemporary and traditional styles with elegance and ease.

Previously known as Swanage



CAPIETRA.COM

TECHNICAL DATA

Petrographic Details	  
Biopelsparitic Limestone

TEST STANDARD RESULT

Apparent Density BS EN 1936 : 2006 2390kg/m³

Open Porosity BS EN 1936 : 2006 9.8%

Water Absorption at Atmospheric Pressure BS EN 13755 : 2008 4.3%

Flexural Strength (3 Point)  BS EN 12372 : 2006 10.4MPa

Frost Resistance (56 Cycles) BS EN 12371 : 2010 11.6MPa

Abrasion Resistance BS EN 14157 : 2004 22mm

Slip Resistance (Dry) BS EN 14231 : 2003 PTV 69.2

Slip Resistance (Wet) BS EN 14231 : 2003 PTV 54.9

	✓ Suitable for use with underfloor heating
	✓ Suitable for use in wet areas

For any further information or advice, please contact our team. 

INSTALLATION, CARE & MAINTENANCE ADVICE
Please refer to the installation guides on our website.


