SARSEN

— HOME ——

STONE PAVING SEALER

EXTERIOR USE

Water based impregnating sealer for all types of natural stone
and concrete paving, honed, rough cut, flamed and brushed
stone surfaces. Provides a delicately enhanced natural finish.
Helps protect against staining. Strongly repels water, oil and
grease. Allows surface to breathe. Helps reduce efflorescence.

DIRECTIONS FOR USE

Preparation: First wash surfaces with Sarsen Home Paving
Deep Clean, scrubbing problem areas, and wash off after 2-4
hours later, and leave to dry.

Application: Shake bottle before use. Apply evenly using foam
roller, paint brush or light pressure sprayer. On more absorbent
surfaces apply further coats at hourly intervals until the
surface is fully saturated.

On vertical surfaces always apply from the bottom up and
wipe up any drips if they occur.

Do not use when surfaces are very cold or very hot. Ideally
between 5 - 25°C.

Always test on a small area before general application to
help establish best method and optimum number of coats
required.

COVERAGE

M2 PER COAT 5 LTR
Honed surfaces 150m?
Medium porosity surfaces 75m?
High porosity surfaces 37.5m?

STORAGE INFORMATION

Store in a cool, dry, frost-free environment. Store locked up.
Shelf Life — Up to 2 years for un-opened containers.

OTHER

Sealing and protecting newly
cleaned and newly installed
stone, brick and concrete
surfaces with Sarsen Home
Paving & Stone Patio Sealer
will help to prevent moisture
and organic particles from
absorbing and taking hold
of the surface, reducing the
growth of algae, lichen and
black spot.

© HEALTH & SAFETY
Contains: 2-METHYLISOTHIAZOL-3(2H)-ONE
May cause an allergic skin reaction.

Keep out of reach of children. If medical advice is needed,
have product container or label at hand. Avoid breathing
mist, spray. Wear protective gloves, protective clothing, eye
protection.

IF ON SKIN: Wash with plenty of water.
If skin irritation or rash occurs:

Get medical advice/attention.
Dispose of contents/container

to hazardous or special waste
collection point, in accordance

with local, regional, national and/or
international regulation.

WARNING

This information is offered without guarantee. The material should be used so as to take account of the local conditions and the surfaces to be treated. In case of doubt,

the product should be tried out in an inconspicuous area.
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